
Series 162A Disposable Plastic 
Spiral Bell High Flow Mixer

Specification

■ Elements:  Acetal

■ Housing: Nylon

Accessories

■ Manifold 

■ Retaining Nut 

■ One-Piece Metal Jacket 

Intended for high flow rate meter mix applications, this series
contains our largest disposable bell mixers: 0.784 inches in
diameter with either 16, 23, 32, 39 or 48 elements.
The rugged nylon housing has an oversized bell inlet. 
The downstream outlet is designed with a 1/2" NPS male
thread to attach extensions or other types of accessories.



Series 162A Disposable Plastic 
Spiral Bell High Flow Mixer

Series 162A Mixers

Part # Mixing Element Housing Outside Pressure 

Elements Diameter Length Diameter Limit

(inch/mm) (inch/cm) (inch/mm) (Psi@75°F / Bar@30°C)

7701057 (162A-616) 16 0.784 / 19.9 12.5 / 31.7 0.98 / 24.9 580 / 39
7701059 (162A-623) 23 0.784 / 19.9 17.0 / 43.2 0.98 / 24.9 580 / 39
7701063 (162A-632) 32 0.784 / 19.9 24.5 / 62.2 0.98 / 24.9 580 / 39
7701066 (162A-639) 39 0.784 / 19.9 30.3 / 77.0 0.98 / 24.9 580 / 39
7701067 (162A-648) 48 0.784 / 19.9 36.4 / 92.5 0.98 / 24.9 580 / 39
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